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Width
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Area
TYPICAL SECTION DETAIL TO BE USED WHEN
EXISTING PAVEMENT IS TO BE RESURFACED WITH SURFACE COURSE—\
TWO INCHES OR MORE OF ASPHALTIC CONCRETE
STAGGER VERTICAL JOINT ONE PAVEMENT REINFORCEMENT FABRIC I8' WIDE, CENTERED ON JOINT \
FQOT THIS LAYER SURFACE MIX
SPHALTIC CONCRETE 19 mm SUPERPAVE
K ’ /‘/_ﬂ /—ASPHALTIC CONCRETE 25 mm SUPERPAVE i /
S—— / ~ —~ CLASS "B" CONCRETE 6" MIN.
- EXISTING OC>O 00.0‘7000 95 %O '0 Q ; %::.. /O"G- A- Bc
R R T A S SN | NO SCALE

CLASS "B" CONCRETE BASE OR PAVEMENT WIDENING
[TEM CODE 500-9999 - CU. YDS.

TYPICAL SECTION DETAIL TO BE USED WHEN

EXISTING PAVEMENT IS TO BE RESURFACED WITH IN EXCAVATED AREAS BETWEEN THE EXISTING PAVING AND THE NEW PAVING LIMIT
LESS THAN TWO INCHES OF ASPHALTIC CONCRETE THAT ARE 5'-0" OR LESS IN WIDTH, CLASS 'B" CONCRETE SHALL BE PLACED IN LIEU
PAVEMENT RENFORCEMENT FABRIC 18" WIDE OF THE BASE AND PAVING SPECIFIED BY THE TYPICAL SECTION. PAYMENT WiLlL BE
SR M o SureRPAYE MADE UNDER "CLASS B CONCRETE BASE AND PAVEMENT WIDENING'.
Lo f [ [T CONTETR 5 mm SIPERPAE IN EXCAVATED AREAS GREATER THAN 5°-0* IN WIDTH, THE CONTRACTOR SHALL
L K:'“;" —— — e — PLACE BASE AND PAVING AS SPECIFIED ON THE TYPICAL SECTION.
»3/:’300‘;-"2"0‘1;5.%:%‘10-'?’ | PAVEMENT MATERIAL SCHEDULE

10 DERTH OF Ao e e hoE - CLASS "B CONCRETE BASE RECYCLED ASPH. CONC. 12.5 mm SUPERPAVE, GP 2 ONLY
75 BE NCLUSED N rHE A 555;3:3 FoR OR WIDENING DETAIL INCL. BITUM WAT'L & H LIME, 165 LBS./SY '

PAVEMENT REINFORCING FABRIC.

CENTERED
ON JOINT

PAVEMENT REINFORCING FABRIC DETAIL

WHERE THE EMBANKMENT 1S TO BE PLACED ON A HILLSIDE OR ANOTHER EXISTING EMBANKMENT HAVING
A SLOPE OF 3 TO | OR STEEPER, THE FOUNDATION MUST BE BENCHED WHILE THE EMBANKMENT IS
BEING MADE. (SEE DIAGRAM. )

THE DIAGRAW SHOWS THAT BEFORE LAYER *A* IS PLACED THE FIRST STEP (1) 1S CUT INTO THE SLOPE
A MAXIMUM DISTANCE OF ABOUT 8 FEET (ABOUT % THE WIDTH OF THE TYPICAL D-8 RULLDOZER BLADE).
SUCCESSIVE LAYERS B, C, AND D ARE THEN PLACED BEFORE LAYER 'E' IS PLACED, THE SECOND STEP IS
CUT & FEET INTQ THE SLOPE AND SUCCESSIVE LAYERS ARE AGAIN PLACED. IF IT IS ANTICIPATED THAT

RECYCLED ASPH. CONC. 19 mm SUPERPAVE, GP | OR GP 2,
INCL. BITUM MAT'L & H LIME, 220 LBS./SY

RECYCLED ASPH. CONC. 19 mm SUPERPAVE, GP | OR GP 2,
INCL. BITUM MAT'L & H LIME, 330 LBS./SY

RECYCLED ASPH. CONC. 25 mm SUPERPAVE, GP | OR GP 2,
INCL. BITUM MAT'L & H LIME, 440 LBS./SY

GRADED AGGREGATE BASE COURSE, 10*

ASPHALTIC CONCRETE LEVELING, AS REQUIRED

CLASS 'B" CONCRETE BASE, 6"

GRADED AGGREGATE BASE COURSE, 6'

OHOAGHONOHORS

THE VERTICAL PART OF THE STEP WILL EXCEED 4 FEET IF A 8 FEET HORIZONTAL CUT 1S MADE.
THEN THE ACTUAL CUT STOPS WHEN THE VERTICAL PART RFACHES A WAXIMUM OF 4 FEET ALLOWING
THE HORIZONTAL DISTANCE TO VARY.

THE PROCESS OF BENCHING 1S CONSIDERED INCIDENTAL TO THE ITEM OF GRADING COMPLETE IN
CONSTRUCTION OF THE EMBANKMENT AND NO ADDITIONAL MEASUREMENT OF QUANTITY OR PAYMENT
WILL BE MADE FOR BENCHING.
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BENCHING DETAIL
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TYPICAL SHOULDER DETAIL FOR GUARDRAIL 7

SEE PLAN FOR LOCATION

SEE GA STD 4388 FOR DETAILS
SEE GA DETAIL D-26 FOR DETAILS
SEE GA DETAIL S-8 FOR DETAILS

* ASPHALTIC CONCRETE CURB PER SECTION 436 SHALL BE REQUIRED WHERE SPECIFIED
TYPICAL USE IS FOR EROSION PREVENTION OF HIGH FILL SLOPES WHERE SPILLWAYS
ARE REQUIRED. SEE PLAN FOR SPILLWAYS LOCATIONS.
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